
CP300
Multi Founction Plate Printer

● High-quality printing

Equipped with a high-quality Kyocera print head and 300dpi high
resolution, it ensures clear and delicate printing with excellent
weather resistance.

● Multiple materials

Compatiblewith printing on variousmaterials such asPVC,ABS, PET, etc.

● Automatic feeding

The unique fully automatic continuous card feeding function is suitable
for importing and printing batch nameplates, which can significantly
improve printing efficiency.

● Supports mainstream software systems

It comes with a dedicated editing software and is also compatible with
common word processing software such as Word, WPS, and BarTender.

● Rich graphic and text editing functions

The built-in software supports the free insertion of elements such as
graphics, company logos, symbols, barcodes, QR codes, borders, and tables,
making nameplate designs more abundant and attractive. It can also import Excel
spreadsheet data in batches to achieve efficient batch printing.
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CP 300 Configuration and Technical Parameters
Printing method Thermal transfer

Resolution 300dpi

Feeding method Automatic continuous card input/manual card input

Board capacity 50 signs can be placed at one time (1mm/piece)

Effective printing width 57mm

Effective print length 800mm

Ribbon specifications 60mm×100m(Black, white, red, blue)

Material type Rigid board (PVC, ABS, etc.)

Material thickness 0.2~3mm

Material width 20~80mm

Material length 50~800mm

Printing speed 10pcs/min(32mm×68mm)

Cleaning method cleaning roller: cleaning roller is removable

Computer connection USB 2.0 interface

Editing software Dedicated software and third-party editing software

Compatible systems winXP,win7,win10,win11

Supply voltage AC200-240V:50-60HZ

Dimensions 440mm×340mm×370mm

Weight 9.4kg

Work environment Temperature 5℃-35℃, humidity 15%-80% RH

CP 300 Application scenarios
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