
AT341
Thermal transfer printer

● High-Quality Printing Chip

It adopts the heterogeneous multi-core X2600 processor,
which is more efficient and capable of handling more complex
printing tasks.

● Multi - material Printing

The print head is adjustable, supporting printing materials with a
maximum thickness of 0.65mm, and can meet various printing needs
for different types and thicknesses of paper.

● Clearer Printing

Fine printing, as small as 5mm, can easily handle small labels with
a height of only 5mm, ensuring every detail is clearly visible and
meeting your ultimate pursuit of fine printing.

● High-Speed Printing

It supports a maximum printing speed of 150mm/s, easily handling
large-volume and continuous printing tasks while ensuring stable
output of both printing quality and speed.

● Personalized Configuration

The RTC (Real-Time Clock Module) is available as an optional accessory.
Users can choose whether to equip the printer with the RTC module and
select specific configuration options based on their own needs. This flexibility
makes the printer better suited to the personalized requirements of different users.
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AT 341 Configuration and Technical Parameters
Printing method Thermal transfer

Resolution 300dpi

Maximum Printing Width 108mm

Maximum Printing Length 3048mm

Minimum Label Length 5mm

Maximum Printing Speed 150mm/s

Printing Material Thickness 0.08mm-0.65mm

Printing Material Width 20mm-115mm

Power Input AC 100-240V,50-60Hz,1.5A

Power Output DC 24V,2.5A,60W

Communication Interface USB, Serial Port, Ethernet Port, Bluetooth, (Optional WiFi)

Certification CCC/ROHS/SRRC/ENERGY STAR

Sensor Paper Out Detection, Gap Detection, Black Mark Detection, Print Head
Temperature Detection, Cover Open Detection

Instruction Set TSPL,ZPL,EPL

Supported Systems Windows、MAC、iOS、Android、Linux

Product Dimensions 273mm×220mm×177mm

Net Weight 2.1kg

Additional Functions RTC

Buttons One Power Switch, One Operation Button

Work environment Temperature 5℃-40℃, humidity 20%-85% RH

AT341 Application scenarios
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