
CT310/610

● Clear printin

Cable tag printer

g

Multiple printing resolutions are available,
with a high resolution of 600dpi making it more widely applicable in fields
such aswarehousing, retail, productionmanagement, and precisionmanufacturing.

● Multiple materials

Built in penetration and reflection sensors, supporting continuous, gap, black
label, and perforation positioning; Adhesive stickers, hang tags, washed
labels, and various ticket labels can be processed in onemachine.

● Thermal/heat transfer printing methods

Thermal transfer printingmethod (requires carbon tape,
with long retention time for handwriting)
Thermal printingmethod (no need for carbon ribbon,
environmentally friendly and time-saving)

● Heavy duty cutter

Optional heavy-duty cutter, modular design, easy installation, reliable and durable

● High quality print head

Using high-quality print heads, durable and printed clearly

Factory Parcel Fixed assets Feed industry Medical Supermarket Clothing Office



CT310/610 Product Parameters

ZOTA Co., Ltd.
Address:Yizheng Economic Development Zone, Yangzhou City, Jiangsu Province, China

Phone/Whatsapp/WeChat: +8613773542211 +8613815844571

Website: www.zotacn.com

Model CT310 CT610

Picture

Grade Professional level High definition level

Printer volume
Convention：326*230*180mm

Assemble heavy-duty cutters：354*230*180mm

Bare weight 2.8KG

Print mode Thermal and heat transfer printing

Printing resolution（dpi） 300dpi 600dpi

Maximum printing speed 127mm (5'')/s 50.8mm (2'')/s

Maximum print width 106mm 106mm

Maximum print length 2,032 mm （80”) 508 mm（ 20”)

Label Length 10 ~ 2032 mm (0.39” ~ 80”） 10 ~ 508 mm (0.39” ~ 20”）

Paper width 20-115 mm(0.78"-4.5")

Paper type Continuous paper, gap paper, black label paper, hang tag, folding paper

Paper thickness 0.06 ~ 1 mm

Maximum size of paper roll 127 mm (5”)

Axis size of paper roll 25.4mm(1”）

Ribbon length 300M

Maximum ribbon width 110mm

Carbon ribbon tube core 25.4mm(1”）

RAM 64MB

Flash 8MB

Communication interface

• Standard：USB 2.0、TF card

• Optional：RS-232、Network interface、

Bluetooth dual-mode2.0+4.0

• Standard：USB 2.0、RS-232、

Network interface、TF card

• Optional：Bluetooth dual-mode2.0+4.0

Power specifications Communication input：AC 100-240V, 2.5A, 50-60Hz

The power adapter Output:24v=2.5A

key&pilot lamp Power switch, paper output key LED pilot lamp (3 colors: purple, blue, red)

Sensor Gap sensor, black label sensor, carbon ribbon depletion sensor, print head lifting sensor

Bar code
• Bar code:Code 39, Code 93, Code 128, Code 128M，EAN-8, EAN-13,UPC-A,UPC-E,

• Two-dimensional bar code:QR Code,

Font and barcode rotation 0°、90°、180°、270°

Environmental condition
Usage environment：5 ~ 40°C，Humidity (non condensing) 25 ~ 85%

Save Environment：-40 ~ 60°C，Humidity (non condensing) 10~ 90%TSPL

Safety certification 3C、FCC、CE、ROHS

Accessory

Data cable, power cord, power adapter, paper bin shaft, paper bin baffle, instruction manual, paper tube core,

carbon ribbon shaft

Random consumables: 20pcs copperplate paper, carbon ribbon roll (20m mixed base)

Editing software dlabel、laberlife

Customer selection
Heavy duty cutter (blade) ：A Effective width 110mm • Cutting thickness 0.06-0.2mm

B Effective width 60mm • Cutting thickness 0.06-1mm
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