
ZT 510B
Terminal automatic crimping machine

● Crimp lug terminal

● motor drive

● Improve efficiency and quality

Save labor
Two people can be saved

Improve efficiency
Fast processing speed

improve quality
The crimp is reliable

Rotary Stripping
Wire Twisting
terminal insertion
Crimping
=Complete at once

ZT 510B terminal automatic crimping machine can press the type of pre-insulated
terminal, and can store 100 kinds of cable crimping data.

The motor drives and the clamping force is digitally controlled, which can realize the four-
sided crimping of terminals that are easy to import in standard machining.

It can realize a series of processes such as rapid and accurate peeling, twisting, threading
and crimping, so as to improve production efficiency and product quality.



ZT 510B Configuration and Technical Parameters
Product superiority No mold replacement required, only the material box and terminals need

to be replaced

Welding range 0.3mm²-6mm² (maximum crimp length 18mm)

Crimping shape Press on all sides

Length of skinning The minimum stripping range of the sheathed wire is 45mm

Unit capacity 1000 pcs/h（Complete the four actions of rotary stripping, wire twisting,
terminal insertion, and crimping.）

Outline dimension L565mmxW495mmxH475mm

Weight of bare machine 64KG

Control method Touch screen and ARM motherboard

Drive mode Motor and ball screw

Rotating blades 2 pieces (material: tungsten steel)

Wire Clamping Mechanism Cylinder control, clamping force program control

Crimping Mechanism Cylinder control, crimping force program control

Monitoring unit Terminal Feeding Material-Shortage Detection

Supply voltage AC220V 50/60HZ 400W

DC source Mingwei switch power supply

Work environment 0℃-50℃,Moderate dryness (Please use clean and dry air source)
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